
Special Application Gauges USG Location:  Clawson, MI
Corrosion and Weather Resistant 2" and 2-1/2" - 316L High Accuracy Stainless Steel Wetted Material
MODEL 1535

Description:
CASE and RING: 300 Series stainless steel case
WINDOW: Polycarbonate, One-piece threaded
POINTER: Black, aluminum, adjustable
DIAL: Aluminum with white background and black marking, PSI scale standard with dual scale optional
MOVEMENT:  Heavy Duty Nylon segment and Noryl pinion with stainless steel link
BOURDON TUBE: 316L Stainless Steel
CONNECTION: 316L Stainless Steel, 1/4-18 NPT, Low Mount
ACCURACY: ± 1% of span (Grade A)

Standard Model List Price
141.90$       
157.80$       

Options: List Adder
Oxygen Service 45.00$         
Service Identification Tag 15.50$         
NIST Certification 160.00$       

2" Case, 1/4" NPT, LM, all pressure
2-1/2" Case, 1/4" NPT, LM, all pressures

Figure 1: Model 1535

Model:
Gauge Size: 2"
Connection Size: 1/4" NPT
Dial Scale1: PSI
Pressure Range: Spec No.
30" - 0 - 30 PSI 148953A
30" - 0 - 60 PSI 149641A
30" - 0 - 150 PSI 149642A

0 - 15 PSI2 148954A
0 - 30 PSI 148955A
0 - 60 PSI 148956A
0 - 100 PSI 148957A
0 - 160 PSI 148958A
0 - 200 PSI 148959A
0 - 300 PSI 148960A
0 - 400 PSI 148961A
0 - 600 PSI 148962A
0 - 1,000 PSI 148963A
0 - 1,500 PSI 148964A
0 - 2,000 PSI 148965A
0 - 3,000 PSI 148966A

1 Contact USG Sales for dual scale or metric dial options.
2 Dial graduated on 180° arc.
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